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1
MOTOR

CROSS-REFERENCE TO RELATED
APPLICATIONS

Pursuant to 35 U.S.C. §119 and the Paris Convention
Treaty, this application claims the benefit of Chinese Patent
Application No. 201020282001.7 filed Jul. 29, 2010, the
contents of which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to a motor.

2. Description of the Related Art

A conventional DC brushless motor includes front and rear
end covers, a cylindrical housing, a controller, a stator, and a
rotor. The front and rear end covers are respectively disposed
on the both ends of the cylindrical housing. The stator and
rotor are disposed inside the cylindrical housing. A bearing
chamber is provided at the center of the front and rear end
covers. Bearings are placed in the bearing chamber and a
revolving shaft is supported on the bearing. The controller
includes a box, a PCB board, and electronic components, with
the box connected to the rear end cover. Disadvantages of the
DC brushless motor are summarized below: 1) As the parts
are too many, the structure is complicated and the manufac-
turing cost is high; 2) The cavity where the stator is located
and the space where the PCB board and electronic compo-
nents are located are separated by the rear end cover, which is
not good for air circulation and thermal dissipation; 3) The
structure is not compact as a result of the space occupancy by
the long axial length and large volume.

SUMMARY OF THE INVENTION

In view of the above-described problems, it is one objective
of'the invention to provide a motor featuring simple structure,
low cost, easy thermal dissipation, small axial dimension,
compact construction, and easy assembly.

To achieve the above objective, in accordance with one
embodiment of the invention, there is provided a motor com-
prising a housing, a stator assembly, a rotor assembly, a con-
troller, and a top end cover, wherein the housing comprises a
cavity; the stator assembly comprises a stator core and a stator
winding and is housed in the cavity and fitted with the hous-
ing; the top end cover is disposed on the top of the housing;
the rotor assembly comprises a permanent magnet, a revolv-
ing shaft, and a rotor support; a bearing support extends
inward from the center of a top end face of the top end cover,
with a bearing chamber respectively provided on both ends
thereof; bearings are disposed inside the bearing chambers
and the revolving shaft is disposed into and supports the
bearing; the rotor support is connected with a tail of the
revolving shaft; a connection kit extends from the edge of the
rotor support and outside the bearing support; the permanent
magnet is disposed on the connection kit and the stator assem-
bly is provided outside the permanent magnet.

In a class of this embodiment, the controller comprises a
box comprising a chamber, a PCB board, and electronic com-
ponents, with the electronic components provided on the PCB
board, the PCB board disposed inside the chamber of the box,
and the chamber and the cavity interconnected.

In a class of this embodiment, the bottom of the housing is
open and connected with the box of the controller.

In a class of this embodiment, a magnetic ring is disposed
at the bottom of the rotor support, and a Hall element is
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2

disposed on the stator assembly and the position thereof cor-
responds to the position of the magnetic ring.

In a class of this embodiment, the stator assembly is elec-
trically connected to the PCB board via a connector plug.

In a class of this embodiment, the stator assembly com-
prises the stator core, the stator winding, and an end insulator,
with the Hall element disposed on the end insulator.

In a class of this embodiment, a rotor core is disposed
between the permanent magnet and the connection kit.

In a class of this embodiment, the housing and the top end
cover are die-cast as a whole.

In a class of this embodiment, a number of vents are dis-
posed on the housing.

Advantages of the invention are summarized below:

1) The bearing support extends inward from the center of
the top end face of the top end cover, with the bearing
chamber respectively provided on both ends thereof.
The rotor support is connected with a tail of the revolv-
ing shaft. The connection kit extends from the edge of
the rotor support and outside the bearing support. The
permanent magnet is disposed on the connection kit and
the stator assembly is provided outside the permanent
magnet. Thus, a rear end cover of the motor is omitted,
the cavity where the stator is located is interconnected
with space where the PCB board and electronic compo-
nent are positioned, as a result of which, the volume of
the cavity is increased and the air convection and thermal
dissipation are made easier, providing a novel structure;

2) The omission of the rear end cover simplifies the motor
and reduces the cost. With the housing bottom open and
connected with the box of the controller, the assembly is
simplified;

3) As the revolving shaft is disposed into and supports the
top end cover, the axial distance thereof becomes short,
thereby shortening the axial dimension of the motor and
making the structure more compact;

4) With a number of vents provided on the housing, the air
circulation through the motor is accelerated, thereby
facilitating the thermal dissipation;

5) The magnetic ring is disposed at the bottom of the rotor
support, and the Hall element is disposed on the stator
assembly and the position thereof corresponds to the
position of the magnetic ring, which provides a novel
structure and benefits testing the performance of the
rotor; and

6) The housing and the top end cover is die cast as a whole,
thereby simplifying the structure of the motor to a
greater extent.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is athree-dimensional drawing of a motor according
to one embodiment of the invention;

FIG. 2 is an explosive view of a motor of FIG. 1 according
to one embodiment of the invention;

FIG. 3 is a sectional view of a motor according to one
embodiment of the invention; and

FIG. 4 is a partial enlarged view take from line A-A of FIG.
3 according to one embodiment of the invention.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

For further illustrating the invention, experiments detailing
a motor are described below. It should be noted that the
following examples are intended to describe and not to limit
the invention.
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As shown in FIGS. 1-4, a motor comprises a housing 1, a
stator assembly 2, a rotor assembly 3, a controller 4, and a top
end cover 5. The housing 1 comprises a cavity 11. The stator
assembly 2 comprises a stator core and a stator winding and is
housed in the cavity 11 and fitted with the housing 1. The top
end cover 5 is disposed on the top of the housing 1. The rotor
assembly 3 comprises a permanent magnet 31, a revolving
shaft 32, and a rotor support 33. A bearing support 52 extends
inward from the center of a top end face 51 of the top end
cover 5. A bearing chamber 53 is respectively provided on
both ends of the bearing support 52. Bearings 6 are disposed
inside the bearing chamber 53 and the revolving shaft 32 is
disposed into and supports the bearing 6. The rotor support 33
is connected with a tail of the revolving shaft 32. A connection
kit 331 extends from the edge of the rotor support 33 and
outside the bearing support 52. The permanent magnet 31 is
disposed on the connection kit 331 and the stator assembly 2
is provided outside the permanent magnet 31. The controller
4 comprises a box 41 comprising a chamber 411, a PCB board
42, and electronic components 43. A connection socket 44 is
disposed on the box 41. The electronic component 43 is
provided on the PCB board 42 which is disposed inside the
chamber 411 of the box 41. The chamber 411 is intercon-
nected with the cavity 11. The bottom ofthe housing 1 is open
and connected with the box 41 of the controller 4. A magnetic
ring 8 is disposed at the bottom of the rotor support 33. A Hall
element 7 is disposed on the stator assembly 2 and the posi-
tion thereof corresponds to that of the magnetic ring 8. The
stator assembly 2 is electrically connected to the PCB board
42 via a connector plug 23. The stator assembly 2 comprises
the stator core 21, the stator winding, and an end insulator 22.
The Hall element 7 is disposed on the end insulator 22. A rotor
core may be disposed between the permanent magnet 31 and
the connection kit 331. The housing 1 and the top end cover 5
are die cast as a whole, with a number of vents 12 provided on
the housing 1.

Characteristics of the motor and technical effect resulting
therefrom are described below. The bearing support 52
extends inward from the center of the top end face 51 of the
top end cover 5, with the bearing chamber 53 provided
respectively on both ends of the bearing support 52. The
bearings 6 are disposed inside the bearing chamber 53. The
revolving shaft 32 is disposed into and supports the bearings
6. The rotor support 33 is connected with the tail of the
revolving shaft 32. The connection kit 331 extends from the
edge of rotor support 33 and outside the bearing support 52.
The permanent magnet 31 is disposed on the connection kit
331. The stator assembly 2 is provided outside the permanent
magnet 31. The bottom of the housing 1 is open and con-
nected with the box 41 of the controller 4. Thus, the rear end
cover structure of the motor is omitted, and the chamber 411
of the box 41 is interconnected with the cavity 11 of the
housing 1, as a result of which, the volume of the cavity is
increased and the air convection and thermal dissipation are
made easier, leading to a novel structure, easy assembly and
lower manufacturing cost. As the revolving shaft 32 is dis-
posed into and supports the top end cover 5, the axial distance
thereof becomes short, thereby shortening the axial dimen-
sion of the motor and making the structure more compact. The
magnetic ring 8 is disposed at the bottom of the rotor support
33 and the Hall element 7 is disposed on the stator assembly
2 and the position thereof corresponds to that of the magnetic
ring 8, which provides a novel structure and benefits testing
the performance of the rotor 2.

While particular embodiments of the invention have been
shown and described, it will be obvious to those skilled in the
art that changes and modifications may be made without
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departing from the invention in its broader aspects, and there-
fore, the aim in the appended claims is to cover all such
changes and modifications as fall within the true spirit and
scope of the invention.

The invention claimed is:

1. A motor comprising:

a) a housing (1) comprising a peripheral wall, a plurality of
air vents, and a bottom;

b) a stator assembly (2), said stator assembly (2) compris-
ing a stator core and a stator winding, said stator core
comprising an outer peripheral surface;

¢) a rotor assembly (3);

d) a controller (4), said controller (4) comprising a box
(41); and

e) a top end cover (5);
wherein:

said housing (1) comprises a cavity (11);

said plurality of air vents is arranged on said peripheral
wall;

said stator assembly (2) is housed in said cavity (11) and
fitted with said housing (1);

said outer peripheral surface is in contact with an inner side
of said peripheral wall;

openings in a part of said plurality of air vents are posi-
tioned toward said outer peripheral surface;

said top end cover (5) is disposed on the top of said housing
@)

said rotor assembly (3) comprises a permanent magnet
(31), a revolving shaft (32), and a rotor support (33);

a bearing support (52) extends inward from the center of a
top end face (51) of said top end cover (5);

a bearing chamber (53) is provided on both ends of said
bearing support (52);

two bearings (6) are disposed inside said bearing chamber
(53) and are supported by said bearing support (52);

said revolving shaft (32) is disposed in and is supported by
said two bearings (6);

said rotor support (33) is connected with a tail of said
revolving shaft (32);

said housing (1) is connected to said box (41);

said box (41) comprises a chamber (411);

the bottom of said housing (1) and the top of said box (41)
are open;

the cavity (11) is open to the chamber (411);

the bottom surface of said rotor assembly (3) directly faces
the top of said box (41);

a connection kit (331) extends from the edge of said rotor
support (33) and outside said bearing support (52); and

said permanent magnet (31) is disposed on said connection
kit (331) and said stator assembly (2) is provided outside
said permanent magnet (31).

2. The motor of claim 1, wherein said controller (4) further
comprises a PCB board (42) and electronic components (43),
said electronic components (43) are provided on said PCB
board (42), and said PCB board (42) is disposed inside said
chamber (411).

3. The motor of claim 2, wherein a magnetic ring (8) is
disposed at the bottom of said rotor support (33), a Hall
element is disposed on said stator assembly (2), and a position
of said Hall element corresponds to a position of said mag-
netic ring (8).

4. The motor of claim 3, wherein said stator assembly (2) is
electrically connected to said PCB board (42) via a connector
plug (23).

5. The motor of claim 4, wherein said stator assembly (2)
further comprises an end insulator (22), and said Hall element
(7) is disposed on said end insulator (22).
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6. The motor of claim 3, wherein said housing (1) and said
top end cover (5) are die-cast as a whole.

7. The motor of claim 1, wherein a magnetic ring (8) is
disposed at the bottom of said rotor support (33), a Hall
element is disposed on said stator assembly (2), and a position
of said Hall element corresponds to a position of said mag-
netic ring (8).

8. The motor of claim 7, wherein said stator assembly (2) is
electrically connected to said PCB board (42) via a connector
plug (23).

9. The motor of claim 8, wherein said stator assembly (2)
further comprises an end insulator (22), and said Hall element
(7) is disposed on said end insulator (22).

10. The motor of claim 7, wherein said housing (1) and said
top end cover (5) are die-cast as a whole.

11. The motor of claim 1, wherein when in use, said rotor
assembly (3) rotates about the axis of said revolving shaft (32)
and causes air around the assembly (3) to circulate within the
cavity (11) and the chamber (411) and to dissipate heat gen-
erated by said rotor assembly (3) and said controller (4).

12. The motor of claim 1, wherein a part of the outer
peripheral surface is exposed to a surrounding environment
via the openings of the part of said plurality of air vents; and
when in use, air passing over the part of said plurality of air
vents directly contacts the stator core to cool down the stator
core.

13. A motor, comprising:

a) ahousing (1), said housing comprising a peripheral wall,

a first plurality of air vents, a second plurality of air
vents, a top, and a bottom, said peripheral wall compris-
ing an upper part and a lower part;

b) a stator assembly (2), said stator assembly (2) compris-
ing a stator core and a stator winding, said stator core
comprising an outer peripheral surface;

¢) a rotor assembly (3), said rotor assembly (3) comprising
a permanent magnet (31), a revolving shaft (32), and a
rotor support (33);

d) a controller (4), said controller (4) comprising a box
(41); and

e) a top end cover (5), said top end cover (5) comprising a
top end face (51);

wherein:

said housing (1) comprises a cavity (11);

said first plurality of air vents is arranged on said upper
part;

said second plurality of air vents is arranged on said lower
part;

said stator assembly (2) is housed in said cavity (11);
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said outer peripheral surface is in contact with an inner side
of said peripheral wall, wherein said outer peripheral
surface substantially covers said first plurality of air
vents and a part of said outer peripheral surface is
exposed to a surrounding environment through said first
plurality of air vents;

said top end cover (5) is disposed on the top of said housing
@

a bearing support (52) extends inward from a center of the
top end face (51);

a bearing chamber (53) is provided on both ends of said
bearing support (52);

two bearings (6) are disposed inside said bearing chamber
(53) and are supported by said bearing support (52);

said revolving shaft (32) is disposed in and is supported by
said two bearings (6);

said rotor support (33) is connected to a tail of said revolv-
ing shaft (32);

said housing (1) is connected to said box (41);

said box (41) comprises a chamber (411);

the bottom of said housing (1) and a top of said box (41) are
open;

the cavity (11) is open to the chamber (411);

the bottom surface of said rotor assembly (3) directly faces
the top of said box (41);

a connection kit (331) extends from the edge of said rotor
support (33) and is arranged outside said bearing support
(52); and

said permanent magnet (31) is disposed on said connection
kit (331) and said stator assembly (2) is provided outside
said permanent magnet (31).

14. The motor of claim 13, wherein said controller (4)
further comprises a PCB board (42) and electronic compo-
nents (43), said electronic components (43) are provided on
said PCB board (42), and said PCB board (42) is disposed
inside said chamber (411).

15. The motor of claim 13, wherein a magnetic ring (8) is
disposed at the bottom of said rotor support (33), a Hall
element is disposed on said stator assembly (2), and a position
of said Hall element corresponds to a position of said mag-
netic ring (8).

16. The motor of claim 13, wherein when in use, air passing
over said first plurality of air vents directly contacts the stator
core to cool down the stator core.
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